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 Detials of guaranteed technical 

parameters offered by the bidder 

Guaranteed Technical Particulars 

(GTP) 

Deviations  from GTP

1

Agilent make 

Aluminium Caps and Septa for GC

Cap 20mm HS. Al Cap, 

PTFE/S 100/pk

Part No: 5183 - 4477

15 Packs

2

 Agilent make 

2ml Vial, 100/pk,

P/N: 5182-0714  
5 Packs

3

 Agilent make 

Blue Screw Caps 100/pk,

P/N: 5182-0717  
5 Packs

PROCUREMENT PROCEDURE OF CPRI (NON WORKS)

Section IV T -Technical Specification
CENTRAL POWER RESEARCH INSTITUTE, BENGALURU

Tender Enquiry No : CPRI BLR

Description  of the Equipment/Goods/Services :Agilent make Aluminium Caps and Septa for GC, 2ml Vial and Blue Screw Caps 

PN: 1) Mere statement of "Complied" do not suffice the requirement. The details of technical parameters in proof of CPRI requirements shall be furnished along with technical write-up, catalogues, brouchers, literatures, phamplates, or 

any other documents shall be submitted in hard copy along with technical bid.

2) Calibration reports/certificates, factory test reports/certificates from an accreditated agencies/facilites shall be submitted wherever applicable.

3) CPRI reserves the right to conduct "predispatch inspection" prior to dispatch at the works of the supplier and the expenditure towards PDI shall be borne by CPRI. However information regarding the rediness of the 

equipment/machinary for the PDI shall be communicated in writing at lease 70 days in advance.

2) All  fields are mandatorily to be filled in.

Name and address of the bidder 

Quotation Number and Date

Sl.No. Technical Specifications/Parameters Qty

  To be completed by the Bidder


